
 Prelaminated Panels

ProTek ® Prelaminated Panels are uniquely different from other prelaminated panels because they have a 
ProTek ® surface. Since 1965, ProTek ® sheet has been used by hospitals, airports, hotels, schools, retail stores, 
etc. as a protective surfacing for walls and doors in high traffic and abuse areas. 

                                    ProTek ® surfacing is an 
extremely durable, chemical resistant, fire-rated 
laminate that is highly resistant to impact, abrasion, 
stains, scuffs, chipping and cracking. 
ProTek ® Prelaminated Panels are comprised of 
ProTek ® protective surfacing, factory bonded to 
common substrates, including 3/8" fire-rated 
particleboard and 3/8" Oriented Strand Board (OSB 
waferboard). Color matched moldings are also 
available.
Basic Use: Ideal for most vertical applications and many horizontal applications. May be used on counters, 
store fixtures, displays, cabinetry, hospital and medical case goods and many applications where high-pressure 
laminates would typically be used. ProTek ® Prelaminated Panels can also be used in environmentally controlled 
building interiors as wall protection in areas subject to high traffic and abuse. Panels can also be provided with 
ProTek ® surfacing on both sides and used as partitions.

Application Limitations: 
- ProTek ® Prelaminated Panels should be specified for 
interior use only. 
- ProTek ® Prelaminated Panels are not recommended for 
applications where temperature may exceed 100ºF (38ºC). 
- ProTek ® Prelaminated Panels are not recommended for 
horizontal surfaces where hot items may be placed, such 
as kitchen countertops and fast food franchise checkout 
counters.
- ProTek ® Prelaminated Panels are not recommended for 
use in high moisture areas or in standing water, for edge 
swelling and moisture absorption by substrate will occur. 
Applicable Standards: ProTek ® Surface - Surface 

burning characteristics (flame spread and smoke developed) are classified by Underwriters Laboratories, Inc. and 
meet or exceed Class I/A fire code requirements. 
Fire-Rated Particleboard Substrate - Surface burning characteristics (flame spread and smoke developed) are 
classified by Underwriters Laboratories, Inc. and meet and exceed Class I/A fire code requirements. 
Food Status: ProTek ® Prelaminated Panels have a USDA accepted surface in Polar White #62000 and Beige 


